
Whereas all indications and recommendations supplied herein are stated to the 
best of our experience and knowledge, they should be considered as indicative 
only and should be confirmed by exhaustive practical applications. Diasen 
doesn’t know the peculiarity of the processing, or the characteristics of the 
support. Therefore, the applicator should carry out preliminary tests, to verify the 
suitability to the foreseen application, and in any case, he will take the 
responsibility of the intended use. In case of uncertainties or doubts, please 
contact the company’s technical department, provided that this is only simple 
assistance for the applicator: he should have the appropriate capabilities and 
experience to determine the more suitable solution. Always respect the latest 
update of the technical sheet available on www.diasen.com website. 
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DIAMAT  

Shock-absorbing mat for mat system multi-sports courts 

Shock-absorbing mat to be used as a sublayer for MAT System multi-purpose courts. It creates a 
perfectly smooth, impact-absorbing surface. The product is made of natural and synthetic 
elastomer blends, bonded at high density, offering high mechanical strength and excellent 
elasticity and dimensional stability under permanent loads. It is easy and quick to install and 
suitable for both outdoor and indoor use. 
 
 
 
 

ADVANTAGES 

• Perfectly smooth surface 
• Good shock-absorbing and impact-

dampening capabilities 
• Elastic and durable over time 
• Resistant to temperature changes 
• Can be applied on concrete and asphalt 

using Diamat Glue. 
• Easy to apply 
• Made with recycled material 
• Solvent-free product. 

YIELD 

1 m2/m2.  
One roll covers an area of 45,0 m2. 

COLOR 

Black. 

CONFEZIONE 

Roll 
o Height: 1.50 m 
o Length: 30.0 m 
o Thickness: 4 mm 
o Weight: 3.0 kg/m² – 36.0 kg per roll 

Pallet  
o No. of rolls: 6 
o Total area: 270 m². 

FIELDS OF APPLICATION 

Shock-absorbing mat designed for the 
construction of sublayers in MAT System multi-
sports courts in combination with Floorgum 

Paint coating. It is applied on concrete or 
asphalt substrates using Diamat Glue and is 
suitable for both indoor and outdoor 
applications.  

STORAGE 

The product must be stored in well-ventilated 
areas, protected from sunlight and frost, at 
temperatures between +5°C and +35°C. Shelf 
life: 24 months. 

SUBSTRATE PREPARATION 

The subfloor must be fully cured, dry, and 
sufficiently strong. The surface must be 
thoroughly cleaned, well-consolidated, free of 
friable and loose parts, perfectly leveled, and 
without water stagnation. 

Concrete 

Repair cracks with a suitable cement-based 
mortar. Application on existing concrete 
substrates without a proper vapor barrier is not 
recommended. 

Asphalt 

Once cooling and full curing of the asphalt is 
completed, proceed with the installation of 
Diamat. 
 
For substrates not mentioned in the technical 
data sheet, contact Diasen's technical 
department.  

http://www.diasen.com/
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DIAMAT  
Shock-absorbing mat for mat system multi-sports courts 

MAT SYSTEM – MULTI-SPORT 
SYSTEMS – Application Instructions 

1. Apply Diamat Glue primer in a single 
layer using a notched trowel, at the 
correct yield to fully cover the surface 
(refer to the product’s technical data 
sheet). 

2. Immediately after applying the adhesive, 
carefully unroll the Diamat rolls. The 
application surface must be fully covered. 
Diamat must be laid before Diamat Glue 
has completely dried. 

3. Once the mat is fully laid, proceed with 
the application of Floorgum Paint, the 
coating for multi-sport surfaces (refer to 
the technical data sheet). 

4. After Floorgum Paint has dried, use 
Colorflex acrylic paint to mark the game 
lines (refer to the technical data sheet). 

DRYING TIMES 

The product does not require drying time. 

GUIDELINES 

• Do not apply at ambient or substrate 
temperatures below +5°C or above 
+35°C. 

• During summer, apply during the cooler 
hours of the day and avoid direct 
sunlight. 

• Do not apply in case of imminent risk of 
rain or frost, in heavy fog, or if relative 
humidity exceeds 60%. 

• In winter, the substrate must be perfectly 
dry. Moisture can cause blistering and 
delamination. 

• Check for adequate slopes to allow water 
drainage. 

SAFETY 

Always use personal protective equipment 
during handling and follow the instructions in 
the product’s safety data sheet. 
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Physical / Technical Data 

Features  Units 

Yield 1 m2/m2 One roll covers 45 m² m2 

Aspect Rolls  - 

Colour Black  - 

Density 750 (±7%) kg/m3 

Thickness 4 (±10%) mm 

Shelf Life 24 months in original packaging, dry location months 

Packaging Roll 

Height 1,50 m;  

- 
Length 30,0 m;  

Thickness 4mm 

Weight 3,0 kg/m2 – 36,0 kg per roll 

Final Performance  Unit Regulation 

Elongation at break  27% - - 

Reaction to fire Class B2 - DIN 4102 

Hardness Shore A - - 

Microbial resistance Resistant to fungi, insects, and microbes - - 

Eco-sustainability 100% recyclable - - 

http://www.diasen.com/

